
DATE CODE FORMAT: YWWDLTT  
EXAMPLE: D/C 1355A18
1  DENOTES CALENDAR YEAR AS IN YEAR 2011
35 DENOTES WEEK OF THE YEAR AS IN WORK WEEK 35 
5  DENOTES THE DAY OF THE WEEK AS IN FRIDAY
A  LINE TYPE OR LINE NO.
18 DENOTES THE TIME OF THE DAY AS IN 1800 HRS
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NOTES:
1.MATERIAL:
   HOUSING: LCP BLACK UL94-V0
   TERMINAL: COPPER ALLOY, THICKNESS:0.10MM.
   MAIN SHELL: COPPER ALLOY, THICKNESS:0.12MM
   BOTTOM SHELL: STAINLESS STEEL, THICKNESS:0.10MM
2. FINISH
     TERMINAL: 2 MICROMETER MINIMUM NICKEL UNDERPLATING OVERALL,
               GOLD PLATING 0.3 MICROMETER MINIMUM ON CONTACT AREA,
               GOLD FLASH PLATING ON SOLDER AREA.
      MAIN SHELL: 2 MICROMETER MINIMUM NICKEL UNDERPLATING OVERALL,
                 0.8~2.8 MICROMETER BRIGHT TIN PLATING OVERALL.
     BOTTOM SHELL: 0.8 MICROMETER MINIMUM NICKEL UNDERPLATING OVERALL,
                 0.8~2.8 MICROMETER BRIGHT TIN PLATING OVERALL.
3. MECHENICAL CHARACTER:
   3.1. DURABILITY:30CYCLES
4. ELECTRICAL CHARACTER:
   4.1. RATED VOLTAGE: 10V DC MAX.
   4.2. RATED CURRENT: 0.5A MAX.
   4.3. LOW LEVEL CONTACT RESISTANT:60mOHM
5. PACKING:TAPE AND REEL,DETAIL SEE PK-105306-001.
6. COPLANARITY:0.08MM
7. PRODUCT SPECIFICATION: PS-105306-001
8. COMPLIANT TO RoHS DIRECTIVE 2011/65/EU AND ELV 
    DIRECTIVE 2000/53/EC.
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